
Full duplex hands-free intercom with electronic calling, call volume adjustment, privacy, loud
speaker volume adjustment and privacy of conversation. Fitted as standard with audio
activation push button with active audio LED signalling, door lock command and 6 configurable
buttons. White colour. Dimensions: 90 x 160 x 28 mm
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GENERAL DATA

Height (mm) 160

Width (mm) 90

Depth (mm) 28

Product color Black

Product weight (g) 330

Flush-mounted Yes

Wall-mounted Yes

Desk base-mounted Yes

Audio/video system Yes

AUDIO FEATURES

Microphone 9.6 (ø) x 9.6mm, omnidirectional

ELECTRICAL CHARACTERISTICS

PoE power supply Standard IEEE 802.3af, Comelit PoE (56VDC)

HARDWARE FEATURES

Clamps Gnd Al CFP S- S+

Ethernet ports (n°) 1

Total buttons (n°) 8

Network connection RJ45

ENVIRONMENTAL AND COMPLIANCE FEATURES

IP protection rating IP30

Operating temperature (°C) 5 ÷ 40

GENERAL FEATURES

IP assignment Auto IP

Call to multiple addresses Yes

Selective intercom call Yes
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GENERAL FEATURES

Priority calls Yes

Doctor Yes

Switchboard call function Yes

Floor door call function Yes

Actuator control function Yes

Privacy conversation function Yes

Induction loop function Yes

Intercom function Yes

Privacy function Yes

Key button function Yes

Hands-free function Yes

Loudspeaker volume control Yes

Microphone volume control Yes

Ringtone volume control Yes

Redial Yes

Audio system Yes

Vip system Yes

Electronic bell Yes

Customisable ringtone Yes
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ACCESSORIES

6212 DESK BASE FOR EASYCOM DOOR-ENTRY PHONE

Stainless steel desk base suitable for all Easycom door-entry phone
versions.
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