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Two models of power transfer hinges, to 
provide discreet transfer of power/signalling 
between a door and the frame.

The C2P provides 2 contacts and the C3P 3 
contacts. Each contact is spring loaded to 
ensure a “connection” is achieved each time 
the contacts close.

The contacts operate up to 1.5A (resistive & 
inductive load) at 12V, and are ideal for use 
on swing or sliding doors to provide power/
control for electric locks, solenoids etc.

Key features

• Ease of transferring power from 
hinge to door

• 2-pin (C2P) and 3-pin (C3P) versions

• Up to 1.5A at 12V

• Spring loaded contacts

• Internal use only

Certification

DEEE

Certification

A
ll 

th
e 

in
fo

rm
at

io
n 

co
nt

ai
ne

d 
w

ith
in

 th
is 

do
cu

m
en

t (
pi

ct
ur

es
, d

ra
w

in
g,

 fe
at

ur
es

, d
im

en
sio

ns
, s

pe
ci

fic
at

io
ns

), 
co

ul
d 

be
 p

er
ce

bt
ib

ly
 d

iff
er

en
t a

nd
 c

an
 b

e 
ch

an
ge

d 
w

ith
ou

t p
rio

r n
ot

ic
e. 

- A
pr

il 
20

20
 - 

C
D

V
I_

C
2P

/C
3P

_D
S_

01
_E

N
_A

4_
C

C2P C3P

WARRANTY
YEAR
2



Unit B1 Knaves Beech Business Centre, 
Davies Way, Loudwater, 
High Wycombe HP10 9QR 

technical@cdvi.co.uk
+44 (0) 1628 531300

www.cdvi.co.uk

A
ll 

th
e 

in
fo

rm
at

io
n 

co
nt

ai
ne

d 
w

ith
in

 th
is 

do
cu

m
en

t (
pi

ct
ur

es
, d

ra
w

in
g,

 fe
at

ur
es

, d
im

en
sio

ns
, s

pe
ci

fic
at

io
ns

), 
co

ul
d 

be
 p

er
ce

bt
ib

ly
 d

iff
er

en
t a

nd
 c

an
 b

e 
ch

an
ge

d 
w

ith
ou

t p
rio

r n
ot

ic
e. 

- A
pr

il 
20

20
 - 

C
D

V
I_

C
2P

/C
3P

_D
S_

01
_E

N
_A

4_
C

Voltage: 12V
Current: 1.5A

Electrical Specifications
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