
PROXIMIY READERS/ SELW-R433 - Radio receiver

Product description

Datasheet
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This Wiegand receiver 26 bit allows use of 
radio transmitters for connection to online 
access control systems.

The SELW-R433 is compatible with all 
CDVI TX26 series transmitters.

The SEA433 can be used as an optional 
tuned antenna with this receiver for better 
reception.

Certification

DEEE

Certification
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Key features

• Optional tuned antenna

• Up to 100m range in open field

• Single Channel wiegand output

• Surface mounting

• Compatible with all CDVI rolling code 
transmitters -20°C to 70°C
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Material: polycarbonate housing
Wiegand: 26 bits

   Frequency: 433 MHz
   Encoding: Keeloq rolling code

 

Product Information

Operating voltage: 12/24Vac/dc
Max current: 24mA

Electrical Specifications

Unit B1 Knaves Beech Business Centre, 
Davies Way, Loudwater, 
High Wycombe HP10 9QR 

technical@cdvi.co.uk
+44 (0) 1628 531300

www.cdvi.co.uk

A
ll 

th
e 

in
fo

rm
at

io
n 

co
nt

ai
ne

d 
w

ith
in

 th
is 

do
cu

m
en

t (
pi

ct
ur

es
, d

ra
w

in
g,

 fe
at

ur
es

, d
im

en
sio

ns
, s

pe
ci

fic
at

io
ns

), 
co

ul
d 

be
 p

er
ce

bt
ib

ly
 d

iff
er

en
t a

nd
 c

an
 b

e 
ch

an
ge

d 
w

ith
ou

t p
rio

r n
ot

ic
e. 

- M
ar

ch
 2

02
0 

- C
D

V
I_

SE
LW

-R
43

3_
D

S_
01

_E
N

_A
4_

C

105 mm

45 m
m

28 mm
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